Material: LiTaO3 single crystal, poled, acoustic and pyroelectric grade
Orientation:z-cut +/- 30 arc.min. (Z axis orthogonal to polished faces)
Diameter: 12 mm +/-0.1 mm
Thickness: 0.06 mm +/- 0.005 mm
Polish 40/20 scratch/dig each face
< 5arc seconds  faces parallelism
Stock LiTaO3 wafers for pyroelectric applications:

 

Size                    Cut          Polish                 Coating                            QTY

 

	dia.10 x 0.05
	Z-cut
	both side
	electrodes
	1

	dia.10 x 0.05
	Z-cut
	both side
	No
	36

	dia.12 x 0.06
	Z-cut
	both side
	No
	35

	dia.12 x 0.06
	Z-cut
	both side
	electrodes
	14

	dia.15 x 0.15
	Z-cut
	both side
	No
	9

	dia.15 x 0.16
	Z-cut
	both side
	No
	3

	dia.20 x 0.20
	Z-cut
	both side
	No
	2

	dia.15 x 0.5
	Z-cut
	both side
	No
	2

	dia.20 x 0.54
	Z-cut
	both side
	No
	2

	dia.25.4 x 1.59
	Z-cut
	one side
	No
	2

	5x5x2
	Z-cut
	1 face 5x5
	electrode on face 2
	11

	d9 x 0.5
	Z-cut
	3 faces 
	No
	54

	18x18x0.075
	Z-cut
	2 faces 
	electrodes Cr+Ni  
	2

	5x5x2
	Z-cut
	No
	 electrodes: Cr+Cu/Cr+Au
	40

	d5x0.05
	Z-cut
	No
	 electrodes: Cr+Cu/Cr
	25

	5x5x2
	Z-cut
	No
	No
	44

	5x5x4
	Z-cut
	No
	No
	9
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